
Reverse Osmosis is the most popular solution for homeowners 
who want high quality water but more convenience (no lifting 
and storing heavy jugs) and an economical alternative (only 
pennies a day) to bottled water. 
 

This proven reverse-osmosis method removes impurities and 
provides a steady supply of highly purified water you can 
depend on right from your tap.  The RO System not only 
removes tiny particles suspended in water; it also removes 
contaminants that are dissolved in water that conventional 
filters cannot remove. Easily installed in any home, either 
under the kitchen sink or in the basement below; this system 
provides clean, great tasting water to a dedicated faucet at 
your kitchen sink.   
 
Effective Removal Of:  

 

 
Specifications 
 

Membrane (24 & 75 GPD optional) 50 GPD 
Maximum pressure    100 psi 
Minimum pressure    40 psi 
Maximum TDS     1,800 PPM 
Maximum Hardness    10 GPG 
Maximum Iron     0.2 PPM 
Maximum Hydrogen Sulfide   0.0 PPM 
Tubing (tank & faucet)   3/8" 
Tubing (inlet)     1/4" 

 
Features: 
 

• 50 GPD thin film membrane (made in USA) 
• Uses industry standard filter cartridges  
• Quick connect fittings on inlet and outlet 
• Four-gallon plastic storage tank 
• Long reach chrome faucet  
• Saddle valves, tubing and instructions included 
• One-year limited warranty 

 

 
The 4 Stage Process: 
 
1. A GAC-10 activated carbon pre-filter traps 
minerals and contaminants such as mercury, copper, 
chlorine, chloramine and pesticides and things that can 
affect taste and odour.  (Replace every 6 months) 
 
2. A P5, 5-micron pre-filter removes silt, sediment, 
rust, sand, and other particles that can affect taste 
and appearance of water. (Replace every 6 months) 
 
3. Water then passes through the RO Membrane, 
allowing only clean, pure water to pass through the 
small pores. Contaminants such as TDS, Sodium, 
Arsenic, Lead, Copper, and many others are trapped 
and flushed down the drain. Treated water is then 
sent to a storage tank. (Replace every 3-5 years) 
 
4. Treated water passes through an AICRO in-line 
activated carbon post-filter before use, to give the 
water a final polish.  (Replace every 12 months) 
 
*Filter and membrane life will vary depending on use 
and water conditions  
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1.Carbon 
Pre-filter 

2.Sediment 
Pre-filter 

3.Membrane 

Aluminum Chloride/Chlorine Dichloroethylene Mercury Pesticides 

Ammonium Cryptosporidia Giardia Nitrates Phosphate 

Arsenic Cyanide Iron Odours Rust 

Benzene Dichloropropane Silicate/Sodium  PCB Lead 

 

4.Carbon 
Post-filter 

 


